
EC Declaration of Conformity

According to EC EMC Directive 2004/108/EC

 Applicant's Name      : Towtech co., Ltd.

            Applicant's Address     : 373, Hwahap-ro 430beon-gil, Nam-myeon, Yangju-si, 

Gyeonggi-do, Korea

           Manufacturer's Name : Towtech co., Ltd.

            Manufacturer's Address       : 373, Hwahap-ro 430beon-gil,  Nam-myeon,Yangju-si, 

Gyeonggi-do, Korea

            Declares that the product:

            Product Name :    HEATING FILM & HEATING FOIL

           Base Model :    PTC. Self regulating Heat
              Variant Model :    PTC-25, PTC-35, PTC-50, PTC-ST(30cm, 50cm, 60cm, 80cm, 

100cm)

                      To which this declaration relates is in conformity with the following standard(s) 

                      or other  normative document(s);

                     following the provisions of Directive(s);

        

           KOREA / 01. 15. 2015                                                                           / President                                     

          (Place and date of issue)  (name and signature or equivalent making of authorized person)

          European Contact (for regulatory topics only):

2004/108/EC Council Directive on the approximation of laws of the Member States 

relating to electromagnetic compatibility (OJ L13923.5.89); amended by 

Directives, 92/31/EEC (OJ L126 12.5.92) and 93/68/EEC(OJ L220 

30.8.93)

    EN 55014-1:2006/A2:2011 Electromagnetic compatibility Requirements for 
household appliances, electric tools and similar 
apparatus Part 1: Emission

    EN 55014-2:1997/A2:2008 Electromagnetic compatibility Requirements for 
household appliances, electric tools and similar 
apparatus Part 2: Immunity

EN61000-3-2:2006/A2:2009
Electromagnetic compatibility (EMC) - Part 3-2: Limits 
- Limits for harmonic current emissions (equipment 
input current <= 16 A per phase) 

EN61000-3-3:2008 Electromagnetic compatibility (EMC) - Part 3-3: Limits 
- Limitation of voltage changes, voltage fluctuations and 
flicker in public low-voltage supply systems, for 
equipment with rated current <= 16 A per phase and not 
subject to conditional connection 


